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Typical Components 
1)	 Conveyor Frame
2)	 Idler End
3)	 Drive End
4)	 Gearmotor
5)	 Speed Control (Not Shown)
6)	 Timing Belt
7)	 Support Stand

The ZRF-P 2045 has many typical conveyor components. Below is a description of the basic parts and 
options for the ZRF-P 2045 conveyor.  The items you receive will vary based on your actual purchase 
order.  Items may appear different on your model based on your particular order requirements. Consult 
your approval drawing for specifics items included in your order.

3	 CONVEYOR DESCRIPTION (CONT.)                                                                                                                

3.2	 Conveyor Components

Your model will vary.
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mk North America, Inc. (MKNA) warrants that our products are free from defects in workmanship and 
materials under normal use and with proper maintenance and cleaning for a period of ten (10) years from 
the date of shipping from MKNA’s facility. This warranty is extended by MKNA only to the original purchaser 
of the equipment (Customer), and is non-transferable. All warranty requests shall be made by Customer.

MKNA will repair or replace, at our factory, any defective part within the warranty period and without 
charge. It is at MKNA’s sole discretion whether to repair or replace. Customer will provide MKNA prompt 
written notice of the defect, including the serial number of the unit (when applicable) and the ship date.

This warranty does not apply to equipment and components manufactured by others, whether or not such 
equipment and components if the other manufacturer are covered by a warranty. Such equipment and 
components are subject to any limitation contained in the original manufacturer’s warranty and include, but 
are not limited to: bearings, belts, casters, controllers, motors and pneumatic devices.

At MKNA’s request Customer will return all defective parts for evaluation at MKNA. MKNA will provide the 
Customer with a return goods authorization number (RGA#). No parts will be returned without a RGA#. 
The RGA# must clearly be marked on all labels, packages and packing slips.

Customer shall pay all costs for packaging, shipping, duties and/or any other related costs in the sending or 
receiving of parts. Customer is responsible for all labor associated with sending or receiving of parts.

No work will be performed by MKNA or an MKNA factory authorized service representative at the site of 
installation unless in MKNA’s opinion it is impractical for Customer to remove and return the defective part 
to MKNA’s factory.

MKNA PROVIDES NO WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE; 
UNLESS IT IS AGREED TO BY MKNA AND CUSTOMER IN WRITING PRIOR TO PLACEMENT OF ORDER. Such 
agreement requires approval of MKNA management.

UNDER NO CIRCUMSTANCES SHALL MKNA BE LIABLE FOR DAMAGES OR LIABILITY FOR LOSS OF 
PRODUCTION, PRODUCT, EQUIPMENT OR PROFITS OR LIABILITY FOR DIRECT, INCIDENTAL, INDIRECT, 
SPECIAL OR CONSEQUENTIAL DAMAGES OR ANY DAMAGES TO PERSONS OR PROPERTY, WHATSOEVER. 
Customer agrees that Customer’s sole remedy for liability of any kind, including negligence with respect to 
the equipment and services furnished by MKNA shall be limited to the remedies provided herein. This 
warranty shall not apply to any failure of the unit or its components caused by lack of maintenance and/or 
improper maintenance, incorrect adjustments, misuse or unreasonable use or exposure to chemicals and/or 
environments which the unit is not designed for. Unauthorized modification of the unit or the use of non-
MKNA replacement parts and building components voids this warranty.

EXCEPT AS EXPRESSLY STATED HEREIN, THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED, BY 
OPERATION OF LAW OR OTHERWISE, OF THE EQUIPMENT OR SERVICES FURNISHED BY MK OR FACTORY 
AUTHORIZED SERVICE REPRESENTATIVE. THERE ARE NO WARRANTIES WHICH EXTEND BEYOND THE 
DESCRIPTION ON THE FACE HEREOF.

4	 WARRANTY INFORMATION                                                                                                                

Limited Warranty



Technical Documentation
ZRF-P 2045

             mk North America, Inc. | 105-125 Highland Park Drive | Bloomfield, CT 06002 | 860.769.5500 | www.mknorthamerica.com
©2017 | Page 8

READ AND UNDERSTAND ALL OF THESE WARNINGS PRIOR TO OPERATING EQUIPMENT.

5	 SAFETY REQUIREMENTS                                                                                                                
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6	 WEAR ITEMS & MAINTENANCE                                                                                                       

6.1 	 Important Notes About Wear Items & Maintenance 	 9

6.2 	 ZRF-P 2045 AF	 10

6.1	 Important Notes About Wear Items & Maintenance

The following information regarding life of the wear items and service or adjustment intervals of the functional 
elements are only GUIDELINES. Conveyors are application-specific products whose life expectancy can vary 
depending on their relative loads and speeds, and which can be significantly influenced by environmental 
factors.

• All moving components and screw connections should be checked every 6 months.
• All safety-relevant components should be part of a regularly scheduled weekly inspection
• The proper function of these components must be confirmed at all times.
• Do NOT operate conveyors if safety-relevant components are damaged or missing.
• All parts which contact the pallet should be cleaned weekly (example: belt).
• Belts require little special care. They are easily cleaned using lukewarm soapy water.
• Remove heavy grease coatings with ethyl alcohol.
• �Blow off debris from belts with structured surfaces using compressed air.
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6	 WEAR ITEMS & MAINTENANCE (CONT.)                                                                                                         

6.2	 ZRF-P 2045 AF

(Cont.)NOTE: Not all items shown in all views for clarity. Not all views are to scale.
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Maintenance Work for ZRF-P 2045 AF

Wear Items for ZRF-P 2045 AF

* LEGEND: Inspect, Replace, Tension, Clean, Lubricate (grease).

6.2	 ZRF-P 2045 (Cont.)

Position Description Action* Interval in Hours (Months)

1 Pulley
I, C 500 Hours (Max. 3 Months)

R If wear is indicated

2 Timing Belt
I, C 500 Hours (Max. 3 Months)

R If stretch is greater than 3%

3 Bearing I 1,000 Hours (Max. 6 Months)

4 Gearmotor I
Service & Maintenance per manu-
facturer’s documentation

5 Coupling I 500 Hours (Max. 3 Months)

6 Wear strip
I, C 500 Hours (Max. 3 months)

R If wear is indicated

7 Tensioner
I, C 500 Hours (Max. 3 Months)

R If wear is indicated

Position Description Part Number

1 Pulley 7-20.002-432-003

2 Timing Belt Inquire with mk North America

3 Bearing 7-20.002-401-006

4 Gearmotor Inquire with mk North America

5 Coupling Inquire with mk North America

6 Wear strip Inquire with mk North America

7 Tensioner 7-20.002-432-100

6	 WEAR ITEMS & MAINTENANCE (CONT.)                                                                                                         
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7	 CONVEYOR BELT MAINTENANCE - TRACKING & TENSIONING                                                                                                        

General Remarks:

• Belts may need to be tracked due to shifting during shipping.

• Prior to delivery of the mk conveyor, the belt was tensioned and tracked at the factory.

All work to be performed by qualified personnel only.

Conveyor power must be disconnected before replacing belt.
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7	 CONVEYOR BELT MAINTENANCE - TRACKING & TENSIONING (CONT.)                                                                                                        

All work to be performed by qualified personnel only.

Belt Tracking

Loosen screw (1). 

This is the tensioner, it is an eccentric shaft with a pulley. 

The tensioner now is free to turn.

Adjust screw as required.

Tighten screw (1) before applying power to the conveyor.

Belt Tensioning - Do NOT tension the belt while it is 
running. Lock out power before tensioning.

Fine tune timing belt tracking on set screw (1) until timing 
belt is with the correct tension.

      IMPORTANT: Turn on clockwise.

The correct tension is checked in the point (2).

      IMPORTANT: The timing belt has proper tension when 
it can be lifted by hand off the surface 2 to 4 mm.

After adjusting the tension, tighten screw (1) from the first 
step.

Belt should only be tight enough to ensure engagement 
between the belt and pulley.
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8	 CONVEYOR MAINTENANCE - BELT REPLACEMENT                      

All work to be performed by qualified personnel only.

Conveyor power must be disconnected before replacing the belt.
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General Remarks:

• �Prior to replacing the belt, the tail assembly must be completely loosened and retracted - instructions 
for this are below.  

• Any interfering parts must also be removed.  

• Reassemble in reverse order.  

• Replacement belts must be tracked and tensioned prior to use (see Section 7).

8	 CONVEYOR MAINTENANCE - BELT REPLACEMENT (CONT.)                                                                                                        
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8	 CONVEYOR MAINTENANCE - BELT REPLACEMENT (CONT.)                                                                                                        

All work to be performed by qualified personnel only.

At the Drive

Loosen screw (1). 

This is the tensioner, an eccentric shaft with a 
pulley. 

The tensioner now is free to turn. You can now 
proceed to the following steps.

At the Drive

Loosen screws (1) and remove wear strip (2) and 
the upper guard.

Loosen screws (3) and remove the guard (4).

Loosen screws (5) and (6).

Remove plate (7) without damaging the bearing.

NOTE: When replacing the belt on the 
motor side, you will need to remove the 
motor first.
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At the Idler

Loosen screws (1)  remove wear strip (2) and the 
upper guard (3).

Loosen screws (4)  and remove guard (5).

Loosen screws (6).

Remove plate (7) without damaging the bearing.

Remove the cover strip (1) by pulling it.

Now it is possible to remove the old timing belt.

After changing the belt, reassemble the conveyor 
in reverse order.

Prior to running the conveyor; track and tension 
the belt as shown in Section 7.

8	 CONVEYOR MAINTENANCE - BELT REPLACEMENT (CONT.)                                                                                                        

All work to be performed by qualified personnel only.
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9	 NOTES & CONTACT INFORMATION                                                                                                         

9.1	 Record Your Notes
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9	 NOTES & CONTACT INFORMATION (CONT.)                                                                                                         

9.2	 Contacting mk North America, Inc.

Email: sales@mknorthamerica.com

Phone: 860.769.5500

Fax: 860.769.5505
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